@ POLFAN"®

PE-M ALCAK BASING RADYAL FAN

+Q :1500 -12.000 m®/h (Min. = Max.)

*«Pt:40 - 150 mmss (Min. - Max.)

* Algak Basingli Radyal Fanlar / Low Pressure Radial Fan
« Direkt Akuple Motorlu / Directly Coupled Motor

+ One Egik Kanath Fanlardir. / Forward-Curved (FC) Blade Fans.

» Donebilir Gévde Yapisi / Revolvable Fan Case.

KASA EBATLARI / CASE DIMENSIONS )

PE-M TiP FAN KASA OLGULERI / PE-M TYPE FAN CASE DIMENSIONS

ﬂﬂlﬁlﬂﬂlﬂﬂﬁﬂﬁﬁ!
() (TYPE)

PE-M1 0,37 413 448 150 160 296 210 125 206 185 108 202 167 109 217 96 192 8,5

PE-M2 0,75 80 565 505 494 200 180 315 416 240 155 226 215 137 10 15 262 187 139 277 106 212 8,5 25
PE-M3 11 90S 642 541 542 240 200 367 461 260 180 246 235 157 10 15 272 207 144 287 116 232 8,5 25
PE-M4 1ES, 90L 675 595 588 260 220 390 507 280 205 267 255 157 10 15 292 227 154 307 126 252 8,5 25
PE-M5 2,2 100L 735 635 634 280 230 425 537 310 225 277 285 172 10 15 322 237 169 337 131 262 85 25
PE-M6 8 100L 735 635 664 300 250 425 557 325 225 297 300 157 10 15 322 257 169 337 141 282 8,5 25
PE-M7 4 112M 792 655 683 320 250 477 597 340 255 305 310 178 10 15 362 257 189 377 141 282 8,5 25
PE-M8 55 132S 899 770 771 350 280 537 650 380 260 345 350 173 12,5 20 377 289 136 407 160 319 11,5 30
PE-M9 7.5 132M 1051 905 855 400 315 617 725 380 300 380 350 244 12,5 20 427 324 152 457 177 354 11,5 30

* Boyutlandirmalar “mm” Birimindedir. (Dimension Units: “mm”). ® ** Toleranslar +01 mm (Tolerances: +0,1 mm) .
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LOW PRESSURE RADIAL FAN

Kullanim Alanlari; Firinlarda, gesitli isitma-havalandirma Usage Areas; Furnaces, for various heating, ventilating and
ve iklimlendirme uygulamalarinda (HVAC), titregimin is- air-conditioning applications (HVAC), and for the cooling of
tenmedigi dugUk calisma hizlarinin kullanildigr elektronik vb. electronic and other equipment where low operating speeds
ekipmanlar. are desirable to prevent vibration.
Talep Uzerine, paslanmaz gelikten imalat da yapilmaktadir. On demand, special stainless steel manufacturing is available.
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* %40-%60 verim arald icin bulunan degerler.

FAN CIKIS YONLERI / DISCHARGE POSITIONS
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PE-M TiP FAN KAPASITE DEGERLERI / PE-M TYPE FAN CAPACITY VALUES

: 1500 d/d (rpm) KAPASITE / CAPACITY
FANTIP : :
FAN TYPE MOTOR MOTORTIP DEBI / FLOWRATE BASING / PRESSURE
Max. (m3/ h) Max. (mmss-mmWg)
PE-M1 0,37 71 1.500 40
PE-M2 0,75 80 2.500 45
PE-M3 1.1 90S 3.500 60
PE-M4 1,5 90L 4.500 70
PE-M5 2,2 100L 6.000 75
PE-M6 3 100L 6.500 80
PE-M7 4 112M 7.000 95
PE-M8 55 1325 9.000 120
PE-M9 75 132M 12.000 150

*Firmamizin Teknik Verilerde Degisiklik Yapma Hakki Saklidir. (Mcking Changes Right In Technical Datas Reserved).
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